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1.0 INTRODUCTION

1.1 BACKGROUND AND PURPOSE

Area 9, Phase II (A9PII) is a 12.6-acre parcel of off-property land that is south of Area 9, Phase I (A9PI)
and east of Area 1, Phase II (A1PII), located along the eastern property boundary of the Fernald Closure
Project (FCP). The majority of the property is plowed field used for crop production. A9PII also includes
a 0.29-acre area that is located north of Area 1, Phase I (A1PI) and is located between the northern FCP
fence line and State Route 126. A location map of ASPII is provided on Figure 1-1.

Both areas of land that make up A9PII were precertified through the use of real-time scanning to ensure -
there was not radiological contamination above off-property final remediation levels (FRLs). In addition to
real-time scanning, physical samples were collected from ASPII located east of A1PII. These samples
were collected to evaluate surface and subsurface soils in the cultivated area; evaluate surface soil in the
wooded, uncultivated area; and evaluate four historical sample locations that exhibited greater than FRL

results for total uranium.

Three of the four historical locations were below the total uranium FRL. The fourth location still exhibited
greater than 2X FRL results, and was subsequently delineated and excavated. Real-time scanning and
physical samples collected immediately following excavation showed the area to be below the FRL, and
the area was backfilled with clean topsoil that was purchased from an offsite location. This excavation

area lies in between two areas that were excavated between 1993 and 1994 as part of Removal Action 14,

as shown on Figure 1-2. The final report for Removal Action 14 indicated that the southern excavation

' FER\A9P2\CERTPSP\CERTPSP-RVO\December 9, 2003 (1:55 PM) 1-1

area, located directly adjacent to the former sewage treatment plant, was backfilled as well.

Results from physical sampling for both surface and subsurface soil indicate that the majority of the area
specific constituents of concern (ASCOC) were below the FRL. Antimony, arsenic, and beryllium
exhibited slightly greater than FRL results for some samples but the results are in line with data from the
background soil study that was completed in 2000. Dioxin and furan samples were also collected to

determine representative concentrations.

Consistent with the Sitewide Excavation Plan (SEP), off-site properties immediately adjacent to
on-property areas that were remediated will require certification. Both A1PI and A1PII were remediated

and certified between 1998 and 2000. The area located on-property north of A1PI in between the FCP
000005
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fence line and State Route 126 will act as a buffer between the former uranium hotspot and elevated
radium-228 result in A1PI and off-property, therefore this area will be certified to on-property FRLs. The
area located off-property to the east of A1PII will be certified to the more stringent off-property FRLs. The
purpose of certification is to verify that residual soil constituent of concern (COC) concentrations meet the

FRLs and background concentrations when evaluated by statistical criteria documented in Appendix G of

the SEP.

1.2 SCOPE

This Project Specific Plan (PSP) includes details of certification sampling, analysis and validation that will
take place in A9PII, which is adjacent to remediated, on-property A1PII and a small portion of A1PL
Field activities will be consistent with the Sitewide Comprehensive Environmental Response,
Compensation, and Liability Act (CERCLA) Quality Assurance Project Plan (SCQ) and Section 3.4 of the
SEP. The certification sampling program, as discussed in Section 2.0 of this PSP, will be consistent with
Data Quality Objectives (DQO) SL-052, Revision 3, which is included as Appendix A of this PSP.

1.3 KEY PROJECT PERSONNEL

Key project personnel responsible for performance of the project are listed in Table 1-1.

FERA9P2\CERTPSPACERTPSP-RV0\December 9, 2003 (1:55 PM) 1-2
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TABLE 1-1
KEY PROJECT PERSONNEL
Title Primary ~ Alternate

DOE Contact Johnny Reising TBD
SDFP Management Jyh-Dong Chiou Rich Abitz
Characterization Manager Frank Miller Denise Arico
Field Sampling Manager Tom Buhrlage Jim Hey
Suweyiﬁg Manager Jim Schwing Andy Clinton
WAO Contact Linda Barlow TBD
Laboratory Contact Heather Medley Amy Meyer
Data Management Contact Denise Arico Krista Blades
Data Validation Contact James Chambers Andy Sandfoss
Field Data Validation Contact Dee Dee Edwards Andy Sandfoss
FACTS/SED Database Contact Kym Lockard Susan Marsh
QA/QC Contact Reinhard Friske Mike Godber
Safety and Health Contact Gregg Johnson J:;;;SSEE/ oh

FACTS - Fernald Analytical Computerized Tracking System

QA/QC - Quality Assurance/Quality Control

SDFP - Soil and Disposal Facility Project

SED - Sitewide Environmental Database

WAO - Waste Acceptance Organization
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2.0 CERTIFICATION SAMPLING PROGRAM

2.1 CERTIFICATION DESIGN

Details and logic of the certification design are described in the ASPII Certification Design Letter (CDL).
Within A9PII, eleven éertiﬁcation units (CUs) have been established: two Group 1 CUs north of A1P] and
eight Group 1 CUs as well as one Group 2 CUs east of A1PII (It was attempted to make the one Group 2
CU into a Group 1 CU but due to the desire to keep a single CU in the wooded and uncultivated area,
forced the CU to be a Groub 2 based on its final size equaling 71 ,616 square feet which is just above the
maximum allowable size of 62,500 square feet.). Each CU is divided into 16 sub-CUs. Within each sub-
CU, one random certification sample location has been identified. All sample locations were tested against
the minimum distance criterion as defined in the SEP within each CU. Certification sampling will consist
of sample collection at the 16 selected locations, plus one field duplicate sample within each CU. The

sample locations, field duplicate samples, and archive samples are identified in Appendix B.

2.2 SURVEYING

Before certification sampling activities begin, the North American Datum of 1983 (NAD83) State Planar
coordinates for each selected sampling location will be surveyed and identified in the field with a flag. All
locations will be field verified to ensure no surface obstacles will prevent collection at the planned
location. Appendix B and Figures 2-1 and 2-2 show the tentative certification sampling locations, all of

which meet the minimum distance criterion. ,

2.3 PHYSICAL SOIL SAMPLE COLLECTION

Certification sample collection will be conducted differently in the uncultivated area (Section 2.3.1) than in
the cultivated area (Section 2.3.2) of A9PII. All samples will be collected according to procedure
SMPL-01, Solids Sampling. At the discretion of the Field Sampling Lead, samples may be collected using
various methods specified in SMPL-01, as long as sufficient volume is collected from the appropriate

depth to perform the prescribed analyses.

Prior to the advancement of the soil borings, the field sampling technician will remove all surface
vegetation within 6 inches of the locations to be sampled using a gloved hand or stainless steel trowel and
taking care not to remove any qf the surface soil. In order to meet the quality control requirements for
duplicate field samples, twice the soil volume (a second core) will be collected at one location per CU, as

identified in Appendix B. The duplicate field samples will be collected according to procedure SMPL-21,
0000190
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Section 6.5, and will not be homogenized with the original sample. All samples, including duplicate field
samples, will be assigned unique sample identification numbers as shown in Appendix B. The container
blanks will be collected (see Section 4.1) from both the core liner and the end caps that will be used to seal
it.

If a subsurface obstacle prevents sample collection at the specified location, it can be moved according to

the following guidelines:

e The distance moved must be as small as possible (less than 3 feet);

¢ It must remain within the boundary of the same CU and sub-CU, and must still meet the minimum
distance criterion;

o Ifthe distance moved is greater than 3 feet, the move must be documented in a Variance/Field
Change Notice (V/FCN), considered as significant, which will be approved by the agencies prior
to collection.

Anytime a location is moved, Figure 2-1 or Figure 2-2 should be used to determine the best direction to
move the point to adhere to the above guidelines. The Characterization Manager or designee should be
contacted when-a sample location is moved. All final sampling locations will be documented in the

A9PII Certification Report.

Customer sample numbers and FACTS identification numbers will be assigned to all samples collected.
The sample labels will be completed with sample collection information, and technicians will complete a
Field Activity Log (FAL), a Sample Collection Log, and a Chain of Custody/Request for Analysis form in
the field prior to submittal of the samples. All soil samples from a single CU with like analyses (including
field duplicates) will be batched and submitted to the Sample Processing Laboratory (SPL) under one set
of Chain of Custody/Request for Analysis forms which will represent one analytical release.
Rinsates/container blanks will be listed on a separate Chain of Custody/Request for Analysis form. Based
on historical data, precertification scan data and process knowledge, no photoionization detector survey or
radiological survey will be necessary. Also, no alpha/beta screens will be required for samples to be

shipped off site.

2.3.1 Sample Collection in CUs 1, 2 and 11, Uncultivated Portions of A9PII

Samples will be collected from 0 to 6-inches using 3-inch diameter, 6-inch long, plastic or stainless steel

liners, or any 6ther approved method identified in SMPL-01. The soil core shall be divided and placed
000011
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into the proper sample containers. Samples will be collected from all 16 sample locations in each CU,
including one field duplicate sample. Thirteen samples from each CU (12 plus one field duplicate) will be
submitted for analysis. Another push will be performed at each of the two locations within CU 2 that have
been designated in Appendix B as requiring sampling for dioxin/furan analysis, and the sample material
will be placed into an appropriate sample container. The four samples designated as “archive” will be
stored in the event they are needed for additional analyses. Upon cdmpletion of sample collection, the

0 to 6-inch boreholes will be collapsed and no additional abandonment is necéssary.

2.3.2 Sample Collection in CUs 3 through 10, Cultivated Portions of A9PII
Samples will be collected from 0 to 12-inches at all 16 locations in each CU. Samples will also be

cdllected from 12 to 36-inches at the four sample locations designated as “archive” plus one of the
remaining 12 locations which are identified in Appendix B. The field sampling team has the option of
performing multiple pushes at any location to increase productivity by combining analytes. All options
must be approved in writing by the Characterization Manager or designee. The thirteen 0 to 12-inch
interval samples (12 plus one field duplicate) will be collected for analysis. The volatile organic
compound (VOC) sample will be removed from a random location within the core and placed into the
proper sample container. The remainder of the 0 to 12-inch interval will be placed into the proper sample
containers. Another push will be performed at each of the locations (two per CU as designated in
Appendix B) that require sampling for dioxin/furan analysis, and the sample material will be placed into an
appropriate sample container. The four 0 to 12-inch samples from the locations designated as “archive”
will be stored in the sample tubes sealed with end caps in the event they are needed for additional analyses.
The five 12 to 36-inch interval samples from each CU will be collected for analysis and designated as
baseline confirmation samples. The vOC sample will be removed, prior to homogenization, from a
random location within the core and placed into the proper sample container (section K.5.1.1 of the SCQ
states that samples to be analyzed for VOCs shall not be homogenized). The remainder of the 12 to
36-inch interval will be homogenized in the field in accordance with SMPL-01, and the appropriate
volumes placed into the proper sample containers. Each borehole will be backfilled with the unused

portion of the soil core and/or surrounding soil, as directed by the Field Sampling Lead.

2.3.3 Equipment Decontamination

Decontamination is performed to prevent the introduction of contaminants from sampling equipment to
subsequent soil samples. Field Technicians will ensure that sampling equipment (core tubes and caps) has

been decontaminated prior to transport to the field. As described in SMPL-01, all sampling equipment will

FER\W9P2\CERTPSP\CERTPSP-RVO0\December 9, 2003 (1:55 PM) 2-3
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have been decontaminated before it is transported to the field site, and the 6-inch core liners will be
decontaminated using the Level II (Section K.11 of the SCQ) procedure upon receipt from the
manufacturer. Decontamination is also necessary in the field if sampling equipment is reused. If an
alternate sampling method is used, equipment will be decontaminated between collection of sample
intervals, and again after the sampling performed under this PSP is completed. Following

decontamination, clean disposable wipes may be used to replace air drying of the equipment.

2.3.4 Physical Sample Identification
Each soil certification sample will be assigned a unique sample identification number as

A9P2-C#-Location™Depth Interval-Analysis-QC, where:

A9P2 = Sample collected from Remediation A9PII (Note that the number “2” is used in
place of the roman numeral “II” in the ID for data management purposes)

C# = Certification sample representing certification unit from which sample was

' collected (numbered as C1 through C10) :

Location = Sample Location number vﬁthin each CU (1 through 16)

Depth Interval = “1” =0 to 6-inch interval; “2” =.0 to.12-inch interval; “6” = 12 to 36-inch
interval (where the depth interval indicator equals two times the bottom depth for
the respective interval and is measured in feet, i.e., “1”=2x 0.5, “2"=2x1’,
‘(6” = 2 x 3’)

Analysis = “R” indicates radiological analysis; “M” indicates metals; “P” indicates aroclors;
“L” indicates tetrachloroethene; DF indicates dioxins and furans; and “V”
indicates archives

QC = Quality control sample, if applicable. A “D” indicates a field duplicate sample;

“X” indicates a rinsate sample; “Y” indicates a container blank sample; “TB1”
indicates the first trip blank collected, and each additional trip blank collected .
will be consecutively numbered.

For example, a field duplicate sample taken from the 1* sample location from CU-3 from 0 to 12-inches
for radiological, metals, and aroclor analysis would be identified as A9P2-C3-172-RMP-D. Rinsates and
container blanks will be identified as A9P2-C#"X and A9P2-C#"Y, respectively, and the analysis code
will be also be added. For example, the radiological rinsate collected for CU-5 will be identitied as
A9P2-C5°R-X. A trip blank will be identified as A9P2-C#"TB#, and the analysis code will be added.
The first trip blank collected from CU-2 will be identified as A9P2-C2AL-TB1. An example archive
sample collected from the 4™ sample location from CU-1 would be identified as A9P2-C1-471-V.

- 000013
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3.0 CERTIFICATION SAMPLE ANALYSIS

All samples will be prepared for shipment to off-site laboratories per procedure 9501 Shipping Samples to
Off-site Laboratories. Samples will only be shipped to off-site laboratories that are listed on the Fluor

Fernald Approved Laboratories List. The sampling and analytical requirements are listed in Table 3-1.

As soon as the samples arrive at the laboratory where the analysis will take place, all samples should be
prepared for analysis (including homogenization for non-VOC samples), and radiological samples should
be sealed to begin the in-growth period for radium analysis. The samples submitted for dioxin/furan
analysis will require a 7-day turnaround time. A 30-day turnaround time will be required for the remaining

samples submitted for analysis unless otherwise stated.

The Target Analyte Lists (TAL) are shown in Table 3-2.

et : : 000016
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TABLE 3-1
SAMPLING AND ANALYTICAL REQUIREMENTS
Sample Minimum
Analyte Method Matrix | ASL | Preserve |Hold Time| Container ® Mass
Gamma Spec,
Radiological |[Alpha Spec, Liquid
(TAL A) Scintillation 12 months
or GPC 500
Metal ICP-AES, Solid | D/E* | Cool,4°C Glass (1500 E.
TALD) ICP/MS, 6 months )
or GFAA
PCBs
(TAL B) GC 14 days
Gamma Spec,
Radiological {Alpha Spec, Liquid
(TAL E) Scintillation 12 months
or GPC 500g
Metals ICP-AES, Solid D/E* | Cool,4°C Glass (1500 )¢
(TALF) ICP/MS, 6 months
or GFAA
(T?ELB;) GC 14 days
'VOC Glass with 20g§160g)°
VOCs . 2 o ass wi Fill to
(TAL C) GC/MS Solid D/E* | Cool,4°C | 14 days teflon-liner L
headspace
Dioxins/Furans , a 0 Glass with 30g
(TAL D) GCor HPLC Solid D/E* | Cool,4°C | 14 days teflon-liner (90 g)°
Beryliium IICCI;/?WESS ’ Solid | D/E* | Cool,4°C | 6months |  Clessor 15g
(TALG) or GF AA: ’ Polyethylene (45 g)°
Radium-228 . a Glass or 500 g
(TAL H) Gamma Spec Solid D/E None 12 months Polyethylene (1500 g)©
Gamma Spec,
Radiological |Alpha Spec, Liquid| Liquid 2 HNO, Glass or .
(TALs A or E) Scintillation (rinsate) D/E pH<2 6 months Polyethylene 4 liters
or GPC
Metals ICP-AES, _—
(TALsB,For|  ICP/MS, (:‘i;qs:‘t‘:) D/E* ggg; 6 months | Polyethylene | 1 liter
G) or GFAA
- Amber glass
PCBs Liquid 2 ° . .
(TALs B or F) GC (rinsate) D/E® | Cool,4°C | 7 days w1t111 ixt;f;lon- 3 liters
- 3 x 40-ml
Liquid Cool,4°C .
VOCs . a . glass with 120 mi
(TALC) GCMS  |(wipblank/} D/E* | H;SO, | 14days | oo hned | (mo headspace)
rinsate) pH<2
septa
000018
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TABLE 3-1
(Continued)
Sample Minimum
Analyte Method Matrix | ASL | Preserve |Hold Time| Container® Mass
Dioxins/Furans Liquid s o Amber glass .
(TAL D) GCor HPLC (rinsate) D/E® |Cool,4° C| 7 days with teflon-liner 3 liters
.qumd D/E? HNO, 6 months | Polyethylene 4 liters
. (rinsate) or pH<2
Radium-228 | (. e Spec NA-Tob
(TAL H) p Container a Push Tub w/ - to%e
D/E None 6 months completed at
Blank Endcaps Jab

*Samples will be analyzed according to Analytical Support Level (ASL) D requirements but the minimum detection
level may cause some analyses to be considered ASL E.

bSample container types may be changed at the direction of the Field Sampling Lead, as long as the volume
requirements, container compatibility requirements, and SCQ requirements are met.

At the direction of the Field Sampling Lead, triple the specified volume must be collected for all samples at one
location per CU in order for the contract laboratory to perform the required quality control analysis. The samples
shall be identified on the Chain of Custody/Request for Analysis forms as “designated for laboratory QC”.

ICP-AES - inductively coupled plasma atomic emission spectroscopy
ICP/MS - inductively coupled plasma mass spectroscopy

GC - gas chromatography

GC/MS - gas chromatography mass spectroscopy

GFAA - graphite furnace atomic absorption

GPC - gas proportional counting

HPLC - high performance liquid chromatography
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TABLE 3-2
TARGET ANALYTE LISTS
21130-PSP-0003-A
(ASL D/EY)
Analyte Off-Property FRL MDL
Total Uranium 50 mg/kg 5 mg/kg
Radium-226 1.5 pCi/g 0.15 pCi/g
Radium-228 1.4 pCi/g 0.14 pCi/g
Thorium-228 1.5 pCi/g 0.15 pCi/g
Thorium-232 1.4 pCi/g 0.14 pCi/g
Technetium-99 1 pCi/g 0.5 pCi/g*
21130-PSP-0003-B
(ASL D/EY)
Off-Property
Analyte FRL (BTV) MDL
Antimony 0.61 mg/kg 0.2 mg/kg ?
Arsenic 9.6 mg/kg 0.96 mg/kg
Beryllium 0.62 mg/kg 0.062 mg/kg
Lead 400 mg/kg (200 mg/kg) 20 mg/kg
Molybdenum 13 mg/kg (10 mg/kg) 1 mg/kg
Aroclor-1254 0.04 mg/kg 0.004 mg/kg
Aroclor-1260 0.04 mg/kg 0.004 mg/kg
21130-PSP-0003-C
(ASL D/EY)
Analyte Off-Property FRL MDL
Tetrachloroethene 1 mg/kg 0.1 mg/kg
000020
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21130-PSP-0003-D
(ASL D/E')
Analyte ggipggs)t}; MDL
2,3,7,8-TCDD NA Best Achievable
1,2,3,7,8-PeCDD NA Best Achievable
1,2,3,4,7,8-HxCDD NA Best Achievable
1,2,3,6,7,8-HxCDD NA Best Achievable
1,2,3,7,8,9-HxCDD NA Best Achievable
1,2,3,4,6,7,8-HpCDD 0.00005 mg/kg or 50 ppt 5 ppt
OCDD 0.00001 mg/kg or 10 ppt 5 ppt ?
2,3,7,8-TCDF NA Best Achievable
1,2,3,7,8-PeCDF NA Best Achievable
2,3,4,7,8-PeCDF NA Best Achievable
1,2,3,4,7,8-HxCDF NA Best Achievable
1,2,3,6,7,8-HxCDF NA Best Achievable
1,2,3,7,8,9-HxCDF NA Best Achievable
2,3,4,6,7,8-HxCDF NA Best Achievable
1,2,3,4,6,7,8-HpCDF 0.00005 mg/kg or 50 ppt 5 ppt
1,2,3,4,7,8,9-HpCDF 0.00005 mg/kg or 50 ppt 5 ppt
OCDF 0.00001 mg/kg or 10 ppt 5ppt?
21130-PSP-0003-E*
(ASL D/E})
Analyte On-Property FRL MDL
Total Uranium 82 mg/kg 5 mg/kg
Radium-226 1.7 pCi/g 0.15 pCi/g
Radium-228 1.8 pCi/g 0.14 pCi/g
Thorium-228 1.7 pCi/g 0.15 pCi/g
Thorium-232 1.5 pCi/g 0.14 pCi/g
Cesium-137 1.4 pCi/g 0.082 pCi/g
Thorium-230 280 pCi/g 8.0 pCi/g
000021
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21130-PSP-0003-F ¢

(ASL D/EY)
On-Property
Analyte . FRL (BTV)® MDL
Arsenic 12 mg/kg 0.96 mg/kg
Beryllium 1.5 mg/kg 0.062 mg/kg
Lead 400 mg/kg (200 mg/kg) 20 mg/kg
Manganese 4600 mg/kg 140 mg/kg
Molybdenum 2900g/kg (10 mg/kg) 1 mg/kg
Aroclor-1260 0.13 mg/kg 0.004 mg/kg
21130-PSP-0003-G
(ASL D/E")
Off-Property
Analyte FRL (BTV) ® MDL
Beryllium 0.62 mg/kg 0.062 mg/kg
21130-PSP-0003-H '
(ASL D/EY)
On-Property
Analyte FRL (BTV) MDL
Radium-228 1.8 pCi/g 0.18 pCi/g

! Analytical requirements will meet ASL D but the minimum detection level may cause some
analyses to be considered ASL E

? 10 percent of the FRL is not achievable for this analyte
3 Ifthe BTV is lower than the established FRL, the MDL shall bet set at 10 percent of the BTV '

4 Based on a verbal approval from the agencies, sampling was initiated under the draft
certification PSP. TALs E and F were submitted for CU1. However, as described in Section
3.2.1 of the Certification Design Letter for A9PII, only the uranium constituent is necessary to
confirm that the uranium contamination does not extend off-property. These TALSs remain in
the PSP for documentation purposes only.

BTV — Benchmark Toxicity Value
MDL — minimum detection level

mg/kg — milligrams per kilogram
pCi/g — picoCuries per gram

000022
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4.0 QUALITY ASSURANCE/QUALITY CONTROL REQUIREMENTS

4.1 FIELD QUALITY CONTROL SAMPLES. ANALYTICAL REQUIREMENTS AND DATA
VALIDATION -

Per requirements of the SEP and DQO SL-052, Revision 3, the field quality control, analytical and data

validation requirements are as follows:

» Field QC requirements include one field duplicate for each CU, as noted in Appendix B and
Section 2.3. Field duplicate samples will be analyzed for the ASCOCs from the CU in which they
were collected. Two container blanks will be collected - one before sample collection begins and
one at the conclusion of sample collection for the entire A9PII area - for the push tubes. If an
alternate sample collection method is used, one rinsate will be collected at a minimum frequency
of one per 20 pieces of equipment reused in the field. Container blanks and/or rinsates will be
analyzed for the ASCOCs from the CU in which they were collected. Trip blanks are required if
VOC samples are being collected. The frequency for a trip blank is one per day or one per batch
of 20 VOC samples collected, whichever is more frequent.

¢ All analyses will be performed at ASL D or E, where E meets the minimum detection level of
10 percent of the FRL and is above the SCQ ASL D detection level, but the analyses meet all other
SCQ ASL D criteria. An ASL D data package will be provided for a minimum of 10 percent of
the data, with an ASL B data package for the remaining 90 percent.

o All field data will be validated. All laboratory results will be validated to validation support level
(VSL) B, and a minimum of 10 percent of the results will be validated to VSL D. All analytical
data from CUs A9P2-C1, A9P2-C2, A9P2-CS5, and A9P2-C11 shall be validated to VSL D. If any
result is rejected during validation, the sample will be re-analyzed or an archive sample will be
analyzed in its place. All data from that laboratory will be validated to VSL D for the affected CU.

If necessary, this change will be documented in a V/FCN.

Once all data are validated as required, results will be entered. into the SED and a statistical analysis will be
performed to evaluate the pass/fail criteria for the each CU. The statistical approach is discussed in
Section 3.4.3 and Appendix G of the SEP and Section 3.4.8 of the SEP Addendum.

If any sample collection or analytical methods are used that are not in accordance with the SCQ, the

Project Director and Characterization Manager must determine if the qualitative data from the samples will

000023
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be beneficial to certification decision making. If the data will be beneficial, the Project Director and

Characterization Manager will ensure that:

e A variance to the PSP will be written to document references confirming that the new method
supports data needs,

e variations from the SCQ methodology are documented in a variance to the PSP, or

¢ data validation of the affected samples is requested or qualifier codes of J (estimated) and R
(rejected) be attached to detected and non-detected results, respectively.

4.2 PROJECT SPECIFIC PROCEDURES,. MANUALS AND DOCUMENTS

Programs supporting this work are responsible for ensuring team members work to and are trained to
applicable documents. Additionally, programs supporting this work are responsible for ensuring team
members in their organizations are qualified and maintain qualification for site access requirements. The
Project Manager will be responsible for ensuring any project-specific training required to perform work per
this PSP is conducted.

To ensure consistency and data integrity, field activities in support of the PSP will follow the requirements

and responsibilities outlined in the procedures and guidance documents referenced below.

Sitewide Excavation Plan (SEP)

SEP Addendum

Sitewide CERCLA Quality Assurance Project Plan (SCQ)
20100-HS-0002, Soil & Disposal Facility Project (SDFP) Integrated Health and Safety Plan
SH-1006, Event Investigation and Reporting

ADM-02, Field Project Prerequisites

EQT-06, Geoprobe® Model 5400

EQT-33, Real-Time Differential Global Positioning System
SMPL-01, Solids Sampling

SMPL-21, Collection of Field Quality Control Samples
9501, Shipping Samples to Off-site Laboratories

Trimble Pathfinder Pro-XL GPS Operation Manual

4.3 INDEPENDENT ASSESSMENT

Independent assessment may be performed by the FCP QA/QC organization by conducting a surveillance,
consisting of monitoring/observing on-going project activities and work areas to verify conformance to
specified requirements. The surveillance will be planned and documented in accordance with Section 12.3
of the SCQ.
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4.4 IMPLEMENTATION OF CHANGES

Before the implementation of changes, the Field Sampling Lead will be informed of the proposed changes.
Once the Field Sampling Lead has obtained written or verbal approval (electronic mail is acceptable) from
the Characterization Manager and QA/QC for the changes to the PSP, the changes may be implemented.
Changes to the PSP will be noted in the applicable FALs and on a V/FCN. QA/QC must receive the
completed V/FCN, which includes the signatures of the Characterization and Sampling Managers,

Project Director, and QA/QC within seven days of implementation of the change. The U.S. Environmental
Protection Agency and Ohio Environmental Protection Agency will be given a 15-day review period prior

to implementing the change(s) for any V/FCNs identified as “significant” per SDFP guidelines.

000025
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5.0 HEALTH AND SAFETY

Technicians will schedule a project walkdown with Health and Safety (Radiological Control, Industrial
Hygiene, and Safety) and any other.groups that may be working in the same or an adjacent area before the
start of the project. Weekly walkdowns will be conducted throughout the course of the project in
accordance with SPR 1-10, Safety Walk-Throughs. All work on this project will be performed according
to applicable Environmental Monitoring procedures, the documents identified in Section 3.4, Fluor Fernald
work permit, Radiological Work Permit, and other applicable permits as determined by project
management. Concurrence with applicable safety permits is required by each technician in the
performance of their assigned duties. A job/safety briefing will be conducted before field activities begin
each day; the project lead or designee will document the briefing on form FS-F-2955. Personnel will also
be briefed on any health and safety documents (such as Travelers) that may apply to the project work

scope.

Technicians will be provided with 2-way radios or cell phones for all remote locations. The Technician or
designee will have direct radio communication with Fluor Fernald Communication. This communication
will be provided by FCP site radios or cell phones. This will ensure timely notification of site emergencies

and severe weather.

e Toreport emergencies by site phone, dial 911. .
¢ Toreport by cellular phone, dial 648-6511 and ask for CONTROL.
e Toreport by Radio call “CONTROL” or “202”.
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6.0 DISPOSITION OF WASTE

During sampling activities, field personnel may generate small amounts of soil, water, and contact waste.
Excess soil generated during sample collection will be replaced in the borehole. Contact waste generation
will be minimized by limiting contact with sample media, and by only using disposable materials that are
necessary. Contact waste will be bagged and brought back to site for disposal in an uncontrolled area
dumpster. Generation of decontamination waters will be minimized in the field. Decontamination water
that is generated will be contained in a plastic bucket with a lid and returned to site for disposal. A
wastewater discharge form must be completed for disposal. On-site decontamination of equipment will
take place at a facility that discharges to the Advanced Wastewater Treatment Facility, either directly or

indirectly, through the storm water collection system.

Following analysis, remaining soil will be returned to A9PII and spread at the point of origin
(i.., sampling location), if possible. If access restrictions prevent this, the WAO contact should be
consulted for disposition options. WAO should also be consulted in the event that additional significant

" waste volumes are generated.
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7.0 DATA MANAGEMENT

A data management process will be implemented so information collected during the im)estigation will be
properly managed to satisfy data end use requirements after completion of field activities. As specified in
Section 5.1 of the SCQ, sampling teams will describe daily activities on a FAL, which should be
sufficiently detailed for accurate reconstruction of the events without reliance on memory. Sample

Collection Logs will be completed according to protocols specified in Appendix B of the SCQ and in

r~

applicable procedures. These forms will be maintained in loose-leaf form and uniquely numbered

following the sampling event.

All field measurements, observations, and sample collection information associated with physical sample
collection will be recorded, as applicable, on the Sample Collection Log, the FAL, the Chain of
Custody/Request for Analysis form, the Lithologic Log, and Borehole Abandonment Record. The PSP

number will be on all documentation associated with these sampling activities.

Samples will be assigned a unique sample number as explained in Section 2.3 and listed in Appendix B.
This unique sample identifier will appear on the Sample Collection Log and Chain of Custody/Request for

Analysis form and will be used to identify the samples during analysis, data entry, and data management.

Technicians will review all field data for completeness and accuracy then forward the field data package to
the Field Data Validation Contact for final QA/QC review. Analytical data will be entered into FACTS by
Sample Data Management personnel. Analytical data that is designated for data validation will be
forwarded to the Data Validation Group. The PSP requirements for analytical data validation are outlined
in Section 4.1. Analytical data will be reviewed by the Data Management Lead upon receipt from the off-

site laboratories.

Following field and analytical data validation, the Sample Data Management organization will perform
data entry into the SED. The original field data packages, original analytical data packages, and original
documents generated during the validation process will be maintained as project records by the Sample

Data Management organization.

To ensure that correct coordinates and survey information are tied to the final sample locations in the

database, the following process will take place. Upon surveying all locations identified in the PSP, the
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Surveying Manager will provide the Data Management Lead (i.e., SDFP Characterization) with an
electronic file of all surveyed coordinates and surface elevations. The Sampling Manager will provide the
Data Management Lead with a list of any locations that must be moved during penetration permitting or
collection, and the Data Management Lead will update the electronic file with this information. After
sample collection is complete, the Data Management Lead will provide this electronic file to the Database

Contact for uploading to SED.
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DATA-QUALITY OBJECTIVES-
Sitewide Certification Sampling and’ Analysis

Members of Data Quality Objectives (DQD} Scoping Team ‘

The members of the scoping.team included individuals with expertise in QA,
analytical methods, field sampling, statistics, laboratory analyticali methods and data
management ' S '

Concegtual Model of the Site :
Soil sampling was conducted at the Fernald Enwronmental Management Project

(FEMP) during the Qperable Unit 5 {QU5) Remedial Investigation/Feasibility Study
(RI/FS). Final'Remediation Levels (FRLs} for constituents of concern {COCs), along
with the extent of seil contaminated above the FRLs, were identified in the OUS
Record of Decision (ROD). Actual soil remediation activities now fall under the
guidance of the final Sitewide Excavation P